
 

3000 mm x 1500 mm
Wall thickness 28 mm
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Wall timber, nordic spruce
Dimensions of base
Weight

28 mm x 135 mm
3000 mm x 1500 mm
130kg

Lillevilla Terrace 30x15  100303

The Lillevilla terrace 30x15 is an excellent complementary to the Lillevilla log house. It is made of  untreated 
Finnish spruce wood with the exception of the floorboards of the terrace which are made of pressure-
impregnated pine wood for the best possible protection in different weather conditions.

Please bear in mind the fact that wood is a natural material and, therefore, reacts to different weather 
conditions even though it is kiln dried. Consequently, the occurrence of expansion or contraction of the 
wood, resin spots or fractures especially on the board surfaces, cannot be totally avoided. Furthermore, 
one should note that whitewood is characterized by uneven twigs. 

Rough edges and planning deficiencies at the back sides of the floorboards are caused by the characteristics of 
wood processing and, therefore, are not defects in quality or construction. Thus, they do not provide a 
legitimate ground for complaint.

With the exception of the impregnated parts as mentioned above, the wood we use (naturally originating from 
sources characterized by sustainable forest management) is totally untreated. This is why the wood gradually 
turns grey. This can be avoided by applying pigmented lacquer or a hiding paint.

The boards should not be painted before the assembly. This should preferably be done in dry and sufficiently 
warm weather conditions after the assembly. If you wish to paint some parts with a different colour, you can 
do this before these parts are assembled.

Before starting the erection of the terrace, check that there are as many parts as mentioned in the part list.

Please remember that the best way to prevent decay is to ensure a good ventilation and to avoid moisture!

Dear Customer,
in a case of reclamation, please inform your dealer about the specific checking code of your 
terrace. You can find this code on the T8 log piece. Unfortunately, without this checking code we 
cannot handle your reclamation!
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The foundation1.

A good foundation is the most important single factor affecting the stability, function and durability of the 
terrace. The foundation has to be absolutely levelled and load-bearing in order to enable smooth fitting of 
logs, and to ensure good stability.

Using paving slabs or concrete blocks on a (frost-free) gravel base is a good option, but the best solution (also 
in terms of ventilation) is to use a frost-proof concrete foundation - either a foundation wall or a column 
foundation  on top of which the timber joists are placed and fastened.

The foundation of the Terrace 30x15  terrace shall be made in the same way as that of the Lillevilla cabin. 
Please pay careful attention to ensuring that the foundation is in the correct height with respect to the 
foundation beams so that it is possible to assemble the terrace properly together with the house.

Checking and sorting the material2.

Do not get discouraged by the sight of the perhaps confusingly large number of parts. Once you have sorted 
them out, everything will look much more straightforward!

Please refer to Fig. 1 where you can see all the parts of the four walls. This will enable you to get an overview 
of the whole assembly.

Markings make it easy to check and sort all the parts mentioned in the part list. The part list also provides 
approximate dimensions of all the parts.

Assembly of the terrace3.

Start by assembling the five foundation beams (1.50 m long). The beams can be placed easily under the front 
wall of the cabin. The depth of the terrace is determined by the length of the side wall timbers (T5, T6). The 
picture of the terrace illustrates in detail how the assembly should be done.

Assemble the two short foundation beams T15 under the entrance to the terrace. Also the first floorboard T17 
must be fully placed on foundation beams!

The half-width planks T5 are placed on top of the outer foundation beams - here please allow a slight 
overhang and sufficient space on the inside to take the flooring of the veranda. Now lay the floorboards T16 
(there should be a gap of about 1 cm between them) and arrange them prior to nailing them, so that they are 
evenly spaced. The final, shorter floorboard T17 protrudes slightly at the front between the corner posts - 
please make sure that this board is well and firmly supported by the foundation beams.

The corner posts are srewed to the floor using metal brackets as well - then lay the T9 + T10 veranda planks as 
well as the two U-profile strips T11 to finish the right and left-hand sides of the entrance.
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Finally, attach the balustrade to the cabin using the 4 T12 planks. Please ensure that the whole of the base 
construction is well ventilated. This is still the best protection against rot (the floorboards of your summer 
house are nevertheless made from especially durable spruce fir timber, which is impregnated under pressure 
and therefore ideally preserved).

Protection and maintenance4.

If you wish to paint the terrace, please do it after the assembly.

We recommend porous, transparent wood preservative coating. Also use anti-blue stain substance for corner 
joints to protect them against decay. Please remember that good ventilation is the best protection!

Regular visual control will help you to avoid damage before they appear.

WE WISH YOU ENJOYABLE MOMENTS WITH YOUR LILLEVILLA CABIN AND ITS TERRACE!

We reserve the right to make technical modifications.

List of parts5.
Use Dimensions in mm ca. Pieces Mark Control 

Wall timber 28 x 135 x  930 4 T 1  
Wall timber 28 x 135 x  375 8 T 2  
Wall timber 28 x 135 x  250 8 T 3  
Wall timber 28 x 135 x  930 2 T 4  
Wall timber 28 x  67 x 1500 2 T 5  
Wall timber 28 x 135 x 1500 4 T 6  
Wall timber 28 x  65 x  375 2 T 7  
Wall timber 28 x  65 x  250 2 T 8  
Balustrade 34 x 145 x  970 2 T 9  
Balustrade 34 x 145 x 1500 2 T 10  
U- profile 34 x  55  x  640 2 T 11  
Connecting plank 16 x 145 x  650 4 T 12  
Metall bracket  2 T 13  
Foundation beam 38 x 63 x 1500 6 T 14  
Foundation beam 38 x 63 x  500 2 T 15  
Floorboard 18 x  95 x 2940 14 T 16  
Floorboard 18 x  95 x 1340  1 T 17  
Wooden blocks for assembly 28 x  65 x 250 2   
Screws, nails  1 packet   
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